FUNCTION

APPLICATION/CONTAMINATION

NEOCLEAN ACF 2025

Universal detergent for SoClean parts cleaner.

Parts cleaner Cutting oils, greases

COMPATIBILITY

= Aluminium = Tempered steel:
= Copper alloys : — Durnico, Maraging, 20AP
— Brass, leaded and unleaded = Stainless steel:

— Austenitic (303, 304, 316)

— Martensitic (420, PH)

— Cuproaluminium, cupronickel,
bronze, nickel silver

= Precious metals: = Ceramics
— Gold, silver, platinum = Polymers

= Titanium

COMPONENTS

= Surfactants
= Chelating agents, anti-corrosion agents

PHYSICOCHEMICAL DATA
= pH concentrated: 7.7

= Density: 1.01

= Surface tension: 28.4 mN/m

FOR USE IN NGL SOCLEAN 40L AND 100L PARTS CLEANER

Parts cleaner intended for several types of industries: watch
industry, medical, electronics, micromechanics and aeronautics... It
replaces traditional solutions that use solvent, oil or alcohol, which
are harmful to health and the environment.

BENEFITS

= Substitute for kerosene and solvent

= Water based solution

= Reduced operating costs

= Improved safety/environmentally safe

= Maintenance of the degreasing solution with an oil separator
= Improved cleanliness and organisation of workshops

= Mobile equipment
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INSTRUCTIONS FOR USE"

= Concentration for soaking: 3 to 5%
= Concentration for spraying: 3 to 5%
= Temperature: 20 to 40 °C

= Time: 3 to 5 minutes

*Dependent on the quality of water and the nature and quantity
of contaminants.

STORAGE CONDITIONS

= Keep the container hermetically sealed between
5°C and 40°C (41°F and 104°F) in a dry place.

= Always keep in packaging made from the same
material as the original packaging (HDPE).
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INSoCLEAN

Biological Parts Cleaner by NGL

If you have any questions, please contact our Application Centre on: +41 22 365 46 66
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